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PUSH PLATES

030,031, 033, 034,
038, 040, 050, 060,

W. (Ibs) 102, 112, 140, 150
Item # Function PerBox  Std. Box 151,190, 260, 264 003
2110.xxx Round Corner Push Plate —3.5"x 15" 10 08 $30 35
2115.xxx Round Corner Push Plate —4”x 16” 10 09 36 41
21210 Square Edge Push Plate —3"x 12" 10 05 37 49
2123 Square Edge Push Plate —3.5"x 15" 10 09 37 49
21245 Square Edge Push Plate —4”x 16” 10 10 34 49
2262.Xxx Arched Push Plate —3.5"x 12” 10 0.6 43 48
2264.xxx Arched Push Plate —3.5"x 14" 10 0.7 46* 51
2265.%xx Arched Push Plate —3.5"x 15" 10 0.7 49 61
226650 Arched Push Plate —4"x 16" 10 09 47+ 53
22745 Princeton Push Plate —2"x 18.5” 5 0.9 53* 58
2275 Scalloped Push Plate —3.5"x 15" 5 15 49 61
22765 Scalloped Push Plate —3"x 12” 5 10 43 61
2280.xxx Nashville Push Plate —3.5"x 15" 3 19 117 153
228130 Nashville Push Plate — 35" x 20" 1 26 102% 133
2282.xxX San Francisco Push Plate —2.25"x 11.875” 3 13 128* 133
22853 Bristol Push Plate —2.75"x 10.875" 3 14 117 153+

*Also available in 264.
**Also available in 402, 412, and 452.
Available in bronze on p. 45.

FEATURES: Mix any door pulls and push plates (previous spread) shown to create your
own look. Pulls are always centered on plates.
PACKED (2110 & 2120 SERIES): Each plate is individually wrapped and furnished with
oval head-undercut, stainless steel, sheet metal screws plated to match.
PACKED (2260, 2270 & 2280 SERIES): Each plate is individually wrapped and furnished
with full thread wood screws.
NOTE: 2260 & 2270 Series push plates are only available in BRASS material in dimen-
sions listed. Pulls are always centered on plates.
THICKNESS OF MATERIAL:
2110 Series —.05" , Cold Forged Design
2120 Series —.05", Beveled Edge
2260 Series —.05”,
2270 Series —.093"
2280 Series — Forged or cast plates of varying thickness
BHMA DESIGNATION: 2110 Series: J302
2120 Series: J301

2110, 2115.0x— Rounded  2121-24.xxx - Beveled Edge  2262-66.xxx — Arched  2274.xxx - Princeton  2275-76.xxx — Scalloped  2280-81.xxx — Nashville 2282.xxx -

.05 thick solid brass
2110-35"x 15"
2115-4"x 16"

.05 thick solid brass
2121-3"x12"

.05 thick solid brass
2262-35"x 12"

.09 thick solid brass .09 thick solid brass Solid forged brass San Francisco
2274-2"x185" 2275-35"x 15" 2280-35"x 15" Solid forged brass
2.25"x11.875"

2285.xxx — Bristol
Solid forged brass
2285-2.75"x 10.875"
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PULL PLATES

y

2331, 2335, 2337.xxx 2355, 2357.xxx

030, 031, 033, 034,
038, 040, 050, 060,
Wt. (bs) 102, 112, 140, 150

Item # Function PerBox  Std.Box 151,190, 260, 264 003
2331.xxx 2560 Pull x 2121 Pull Plate —3"x 12” 13 $149 175
2335.x 2560 Pull x 2123 Pull Plate —3.5”x 15" 15 149 175
2337.xx 2560 Pull x 2124 Pull Plate — 4 x 16” 17 149 175
235500 2540 Pull x 2123 Pull Plate —3.5”x 15~ 16 157 175
2357.Xxx 2540 Pull x 2124 Pull Plate — 4" x 16” 18 157 175

FEATURES: Pulls are attached to plates with concealed fasteners for ease of installation.
PACKED: One complete pull plate in a box with fasteners for 1.75” (44mm) thick door.
SPECIAL FASTENERS: Order 65010.D for door 1-7/8” to 2-1/4” thick. Consult price list.
BHMA EQUIVALENTS: Baldwin Product Nos.: 2330/2350 Series

BHMA DESIGNATION: J405

PULL - INVISIBLE MOUNTING METHODS
Back-To-Back Applications without Push Plates only

XXxx.Xxx.MTG 1 Xxxx.Xxx.MTG 2

Minimum Pull Thickness: .5” (13mm) Minimum Pull Thickness: .5” (13mm)

NOTE: Door must be reinforced at application points.

XXXX.Xxx.MTG 5
Minimum Pull Thickness: .5” (13mm)

I_.I:'

Xxxx.xxx.MTG 8

Minimum Pull Thickness: None

Additional
ltem # Function Charge
XXX MTGL \Wood Door w/ Thru Bolt, Back-to-Back Set $19
X0 MTG2 Hollow Metal Door, Back-to-Back Set 19
XXX MTG3 Glass Door Prep w/ Rosettes, Back-to-Back Set 75
XXX MTG5 Wood Door, no Thru Bolt, Per Pull 13
XXXKXXXMTG8 Glass Door Prep w/ Rosettes, Per Pull 39

0. Xxx.MTG 3

Minimum Pull Thickness: .5” (13mm)

Minimum Glass Thickness: 3/8"
Hole Size: 7/8”

NOTE: Complete with screw cover

ORDERING INSTRUCTIONS: ALWAYS specify
door thickness when ordering invisible mounting
applications. Refer to examples when ordering pulls:
2704.xxx.MTG1 - will include two 2704 pulls and
mounting hardware for specifications shown.
2704.xxx.MTG5 - will include one 2704 pull and
mounting hardware for specifications shown.

21



PULLS

030,031, 033, 034,
038, 040, 050, 060,

W, (Ibs.) 102, 112, 140, 150, 003,402
Item # Function PerBox  Std.Box 151,190, 260, 264 412,452
2540.xxx Contemporary —5.5”CTC 80 105
2552.50( San Diego—8"CTC 80 105
2553.xx Contemporary —10”CTC 80 105
25560 New York/Princeton/Richland — 5.75 CTC 80 105
2557.xxx Atlanta—7"CTC 80 105
2560.xxx * Utility —5.5"CTC 80 105
2564.xxx Tremont/Empire— 7" CTC 80 105
2566.xxx Chicago—8“CTC 80 105
2567.x Washington — 7 CTC 80 105
2574.X¢ Richmond —8”CTC 145 167
2575.xxx XL Richmond — 10" CTC 145 167
2576.50 Richmond w/ Roses — 8" CTC 145 167
25783 XL Richmond w/ Roses — 10 CTC 145 167
25843 Hamilton—7"CTC 145 167
2585.xxx * Concord—55"CTC 145 167

FEATURES: Mix any door pulls and push plates (previous spread) shown to create your
own look. Pulls are always centered on plates.

Contemporary and traditional screw covers are available to conceal heads of thru bolts.
PACKED: One pull in a box with thru bolts for 1.75” thick doors.

NOTE: For door thickness 1.825-2.25" use 65010.D conversion kit.

HANDICAP: Pulls designated have 1.5” maximum inside projection to meet ADA, ANSI
& handicap code conditions.

+NOT available back-to-back mounted.
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PULLS

2597 -87CTC

2617-6.5"CTC »
Not available back-to-back mounted

030, 031, 033, 034,
038, 040, 050, 060,

Wt. (Ibs.) 102, 112, 140, 150 003, 402
ltem # Function PerBox  Std.Box 151,190, 260, 264 412,452
2597.xxx Edinburgh—8"CTC 145 167
2598.xxx Bristol - 6”CTC 145 167
2602.xxx & Lexington w/ plates —6.5” CTC 80 105
2604.x%x Renssalear — 10" CTC 145 167
2608.x0x Pitcher, surface mount — 6.5 CTC 80 105
2617.xxx ® Springfield — 6.5” 80 105
2673.xx Lancaster/Charleston/Plymouth — 6 CTC 145 167
2674.x0x Pasadena—8"CTC 145 167
2675.XxX # Ring Pull 145 167
267900 *Dallas, OFFSET 15° —5.75" CTC 80 105

FEATURES: Mix any door pulls and push plates (previous spread) shown to create your

own look. Pulls are always centered on plates.

Contemporary and traditional screw covers are available to conceal heads of thru bolts.

PACKED: One pull in a box with thru bolts for 1.75” thick doors.
NOTE: For door thickness 1.825-2.25” use 65010.D conversion kit.

*No. 2679 (Dallas) & No. 2694 (Charlotte) pulls are offset to accommodate narrow backset

applications.

HANDICAP: Pulls designated have 1.5” maximum inside projection to meet ADA, ANSI

& handicap code conditions
** (0129 also available in 031 at same price.
+ Not available back-to-back mounted.
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PULLS

030, 031, 033, 034,
038, 040, 050, 060,
Wt. (Ibs) 102, 112, 140, 150, 003, 402

Item # Function PerBox  Std.Box 151,190, 260, 264 412,452
2692.xxx * Trenton—6.5"CTC 145 167
2693.xxx # Kensington/Victoria— 6.5 CTC 145 167
2694.xxx ¢ *Charlotte, handed, OFFSET 15° —6.5" CTC 145 167
2704.x0 Monterey —5.75"CTC 145 167
2710.xxx Metropolitan —7” CTC 200 208
5340.500¢ Tahoe—7.75"CTC 145 167
0129.xx Traditional Screw Cover 13 15
0175.xxx Contemporary Screw Cover 11 15

FEATURES: Mix any door pulls and push plates (previous spread) shown to create your
own look. Pulls are always centered on plates.

Contemporary and traditional screw covers are available to conceal heads of thru bolts.
PACKED: One pull in a box with thru bolts for 1.75” thick doors.

NOTE: For door thickness 1.825-2.25” use 65010.D conversion kit.

*No. 2679 (Dallas) & No. 2694 (Charlotte) pulls are offset to accommodate narrow backset
applications

HANDICAP: Pulls designated have 1.5” maximum inside projection to meet ADA, ANSI
& handicap code conditions.

+ Not available back-to-back mounted.
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